




          DILUTION RATIOS:
• Hydraulic  Systems: 10% by volume
• Wet bath Clutches, Brakes: 5% by volume
• Automatic Transmissions: 2% by volume

With advanced XPL+ technology, ProOne Hydraulic Treatment bonds 
to metal and reduces fl uid friction providing exceptional power 
transfer performance.

At points of extreme pressure, it helps hydraulic systems run at peak 
effi ciency, which means less heat, less leaking, less down time and 
lower operating costs.

ProOne Hydraulic Treatment is the best preventative maintence tool 
for Hydraulic operations

    ProOne#             Size   Case Pack

         22001
  
        1 gallon/3.785L

  
          4

         22005   5 gallon/ 18.9L Pail            1

         22055 55 gallon/ 208L Drum            1

  BOTTOM LINE BENEFITS:
• Lowers fl uid friction & operating temperatures
• Provides excellent thermal & oxidation stability
• Exceptional anti-wear technology
• Compatible with all hydraulic oils
• Compatible with all seals
• Reduces electrolysis up to 94%                          

(water based hydraulic fl uids)
• Prevents oxidation & corrosion
• Helps extend component life
• Reduces pump wear
• Protects and conditions DCV’s
• Protects/conditions hoses & lines
• Maintains power transfer performance
• Reduces noise levels
• Helps to protect & condition seals from leaking
• Reduces heavy line pulsing

          APPLICATIONS:
• Hydraulic Systems
• Power transmission equipment
• Power steering units
• Automatic transmissions
• Smelter equipment

Unsurpassed Hydraulic System Protection 

          DILUTION RATIOS:
• Hydraulic  Systems: 10% by volume

          DILUTION RATIOS:          DILUTION RATIOS:

          APPLICATIONS:
• Hydraulic Systems

          APPLICATIONS:          APPLICATIONS:

  BOTTOM LINE BENEFITS:
• Lowers fl uid friction & operating temperatures
  BOTTOM LINE BENEFITS:

Hydraulic Treatment

(714) 327-0262  Fax: (949) 535-2135                                            www.pro1industrial.com                             Copyright 2026 ProOne Inc. | All Rights Reserved  



Demands on hydraulic oil & Pro-ONe’s XPL+ Technology 

The degradation of oil begins the moment it’s exposed to these elements.  ProOne’s 
XPL+Technology protects against the elements and contamination.  It is designed to maintain oil 
stability under the most extreme conditions. 

Heat - Fluid Friction 
As with metal XPL+Technology 
encapsulates around the hydraulic oil 
molecule reducing fl uid friction thereby 
reducing heat in the system.  This also 
allows smoother and effi cient operation.

Metal particles - friction
Metal particles and contaminants in suspension can cause more friction, block openings and result 
in a catalytic reaction that will cause oxidation.  XPL+ bonds to these particles reducing friction, and 
potential problems in the system.

In addition, ProOne Hydraulic Treatment contains no zinc, moly, PTFE, or chlorinated solvents that 
could be harmful to a hydraulic system. 

Water/ moisture 
Water is the most desctructive element in any hydraulic system and should always be removed 
immediately if detected.  Once ProOne Hydraulic Treatment is in the system it immediately protects 
the pump and will help prevent cavitation and bearing failure.   It will also help the hydraulic oil 
maintain a stable viscosity and continue to provide wear protection. 
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Before Hydraulic treatment after Hydraulic treatment



TREATMENT RATIO
1:4,000 or 1oz per 30 gallons

Double dose fi rst tank

ProOne’s Fuel Maximizer is a super-concentrated fuel           
catalyst/conditioner that liberates fuel’s chemical energy and              
addresses fuel problems.  

This allows more oxygen and helps create better performance, 
signifi cantly reduce fuel consumption, reduce maintenance 
costs, and dramatically lower GHG emissions even under high 
loads.  

It dramatically reduces carbon preventing build-up and fouling.  
Turbochargers remain cleaner and require less maintenance.

Advanced Fuel Conditioning Technology

    ProOne#            Size   Case Pack

         32001
  
       1 Gallon/3.78L

  
          4

         32055 55 Gallon Drum /208L            1

fuel maximizer

     advantages:
• No mixing-blends instantly
• Atomizes fuel for better combustion
• Prevents carbon build-up
• Virtually eliminates opacity
• Adds lubricity to fuel
• Improves engine performance
• Increases cetane
• Improves starting in all conditions
• High thermal effi ciency
• Reduces GHG emissions
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BOTTOM LINE BENEFITS:
• Reduce fuel cost
• Cleaner engine components (injectors, lines, manifolds)
• Reduce expensive downtime
• Reduce labor hours (man hours)
• Reduce expensive planned and unplanned repair costs
• Reduce parts costs  (cleaner parts, less failure)
• Reduce emissions (reduce respiratory hazards)
• Avoid catastrophic failures & breakdowns (carbon)
• Increase productivity (engine performance increase)

for all diesel and gas engines 

     advantages:
• No mixing-blends instantly

     advantages:     advantages:



Fuel’s chemical energy is stored in a hydrocarbon.  In 
this state, Hydrocarbons do not burn completely 
resulting in carbon, soot, and harmful emissions.

Fuel Maximizer is a catalyst that breaks apart large 
particulates, accelerating the chemical reaction of 
the fuel thus liberating its chemical energy.

Fuel Maximizer makes Oxygen available to burn 
more completely

Without Fuel Maximizer With Fuel Maximizer
how it works

Oxygen is required to create effi cient combustion. 
However, its ability to perform its function is diminished 
by not being accessible resulting in unburned 
hydrocarbons .

• Lower emissions per unit of fuel burned

• Dramatic reduction of ash and unburned  
carbon

• Safer breathable environment

• Cleaner engine components                              
= less maintenance & downtime

Less Unburned Hydrocarbons - HC’s 
Less Carbon Monoxide - CO
Less Nitrogen Oxides - NOx

More Efficient CombustionOptimized Atomization

Less Unburned Hydrocarbons - HC’s 
Less Carbon Monoxide - CO
Less Nitrogen Oxides - NOx

in your equipment
Cleans fuel system & Injectors

• Atomization allows the fl ame to 
propagate faster and more effi ciently 
accelerating combustion

• Burns the atomized particles resulting 
in more power and better performance

• Effi cient utilization of fuels chemical 
energy
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             (EGR Valve Soaked in Fuel Max for 4 Minutes)

  Fuel Storage

#2 Diesel 95mL Treated @ 1:30 
ratio 98mL

58% Water Removed
42% Emulsfied

Carbon & Soot

Incomplete combustion results in carbon and soot buildup which
will:

• Contaminate your oil and clog oil and fuel fi lters
• Increase oil viscosity and create sludge
• Cause detrimental wear in cylinders and valve components
• Rob your engine of fuel economy and performance

Water Contamination
Water contamination creates a harmful breeding ground for 
Bacteria & Algae.  This leads to:

• Fuel fi lter contamination
• Dramatic acceleration of oxidation THEN corrosion
• Poor fuel detonation = Lower fuel effi ciency

Fuel Economy
Fuel does not completely atomize, even with today’s 
modern engine designs:

• Robbing performance and fuel economy*
• Results in an increase in emissions and carbon build-up
• Which eventually contaminate your oil and could result in 
engine failure

MPG+ SAE J1321 Fuel Consumption Test Results
Engine: Cummins N14 with #2 Sinclair Diesel

Ratio: 1oz to 23 gallons of fuel 

Water 
Contamination Algae/Fungi Corrosion

Without
Fuel Maximizer

With Fuel Maximizer
15.17% Improvement

Without Fuel Maximizer

tested & proven With
Fuel Maximizer

Without
Fuel Maximizer

With
Fuel Maximizer

90% of all engine problems caused by incomplete 
combustion resulting in carbon build up.
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*Laboratory tests depict fuel economy results under controlled conditions. Field test 
data shows a minimum of 3% up to 18% improvement in fuel savings .



ULSD & LUBRICITY
The EPA has mandated ULSD fuels to reduce emissions, dropping 
sulphur content from 500ppm to 15ppm.

This unfortunately results in:

• Low lubricity = injector and pump failure, excessive carbon    
build-up, upper cylinder wear

• Increased NOx emissions
• Provides a breeding ground for microbes and bacteria which will 
expand and clog fi lters and lead to fuel starvation or catastrophic 
failure

CLEANLINESS TEST

ASTM D6079 LUBRICITY TEST
Improves Lubricity in Fuel

           Before             after

tested & proven

                  Without Fuel Maximizer               With Fuel Maximizer

injector spray
Common injector malfunction is caused by carbon build-up, 
contaminated fuel and lack of lubrication (ULSD, Ethanol Fuels)

• Spray pattern must allow fuel to fully atomize for ideal burn
• Steady stream will not burn effi ciently and creates carbon

Fuel Maximizer helps safely remove existing   
carbon build-up, allowing injectors to operate

Without
Fuel Maximizer

               Improves Diesel Fuel Cleanliness

Plunger Rating - w/Fuel Maximizer 8.2%

Plunger Rating - Untreated Average 23.38%

Cummins L-10 Injector Cleaning Test

Test method designed for evaluation of diesel fuel and overall 
quality for deposit reduction.

Inadequate fuel quality affects:

• Deposit tendency
• Corrosivity
• Lubricity
• Injector performance

Plunger Rating - Removed and rated for injector deposits.  The lower the percentage, 
the less carbon there is on the injector preventing flow loss of fuel.

With
Fuel Maximizer

Without Fuel Maximizer

With Fuel Maximizer
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No other penetrating lubricant offers XPL+ lubrication 
technology which protects metal surfaces from heat, friction, 
moisture and the elements, and easily loosens rusted or 
sticky mechanisms.  We guarantee that once you use this 
environmentally friendly formula you will never settle for 
anything else.

         ProOne#                   Size         Case Pack

                   40004
  
                 4 oz./113g Aerosol

  
                        12

                   40012               11.5 oz./326g Aerosol                                 12
                   40022               22 oz./650mL Trigger                           6

                 40001                    1 Gallon/3.785L                        4

                 40005                 5 Gallon/18.9L Pail                         1

                 40055             55 Gallon/208L Drum                        1

        BENEFITS:
• Extreme performance fi lm strength
• 50 times more powerful than typical spray lubricants
• Penetrates and bonds to metal
• Reduces friction and heat
• Stops squeaks and reduces noise
• Major air tool protectant
• Frees sticky, corroded rust parts 
• Protects metal from rusting
• Displaces water & moisture
• Non-toxic, environmentally friendly

• 

FOR USE IN:
• Air Tools
• Bolts
• Bushings 
• Chains
• Cables
• Electrical Terminals
• Hand Tools 
• Hinges
• Ignition Wires
• Levers
• Linkages
• Locks
• Nuts
• Pulleys

• Shafts
• Wheels
• Bearings
• Fasteners
• Casters
• Knobs
• Pistons
• Gears
• Valve Train
• Oil Pump
• Latches
• Conveyors 
• Drill Bits
• O-Rings

Approved by Ford  
TOX# 186095 (Aerosol) and #186018 (Spray)

• Fishing Reels
• Springs 
• Firearms
• Stamping Tools
• Rollers
• Sliding Doors
• Tumblers
• Mold Release
• Pivot Joints
• Rusty Metal
• Spark Plugs
• Garage doors
• Screw Jacks
• EGR Valves

FOR USE IN:

        BENEFITS:
• Extreme performance fi lm strength

        BENEFITS:

XPL-101 Penetrating Spray
Most Powerful All-in-One 
Spray Lubricant on the Market!
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ProOne Lubricants offers  Rust Pro™ Rust Inhibitor capable of 
providing up to 5 years protection in indoor storage and 2-3 years 
protection outdoors. For carbon steel or any exposed metal or 
painted surface in high-salt or humid/wet environments.  Proven 
and used by major oil & gas companies for their stack-out programs 
and pipe protection.

Rust Pro is an oil-dispersed, thixotropic, all-purpose rust preventive 
formulated to provide unsurpassed long-term protection against 
rust and oxidation. Because of its thixotropic characteristics, Rust 
Pro has the ability to become fl uid with agitation enabling the 
residual fi lm to be self-healing. 

    ProOne#            Size   Case Pack

         41001
  
       1 gallon/3.78L

  
          4

         41005        5 gallon/18.9L            1

         41055       55 gallon/208L            1

USE RUST PRO:
• On parts exposed to salt spray or humid environments.
• When parts will be subjected to long term storage or transportation.
• When maximum protection is required against corrosion.

   Appearance of Fluid Hazy Blue Translucent Semi Solid

   Odor Trace of Petroleum

   Viscosity cSt @ 40°C Semi Solid

   Pour Point 150°F

   Specific Gravity .880-.992/7.5

KEY PERFORMANCE BENEFITS:
• Long-term protection for ferrous and nonferrous parts for up to 5 years 
indoors and 2-3 outdoors.

• Can be sprayed or brushed for even coating of the surfaces.
• Once on the surface of the part, Rust Pro becomes a semi solid 
reducing drips and runoff.

• Superior clean-ability - it can be easily removed with an alkaline cleaner.

APPLICATION:
Apply undiluted for maximum protection. The product can be applied 
by airless spray or dip.  Target application fi lm thickness is 2ml.  When 
dipping, the tank should be agitated so that the product becomes fl uid 
and completely coats all surfaces.

• Airless sprayer - 450 sq. ft. per gallon
• Paint roller - 600 sq. ft. per gallon
• Brush - 650 sq. ft. per gallon

CHARACTERISTICS

UNTREATED             TREATED

3/16 inch bare steel. Right side brushed 
with Rust Pro and wiped off. Steel exposed 

to open air (67°F, 63% humidity) and 
muriatic acid for 24 hours.  KEY PERFORMANCE BENEFITS:

• Long-term protection for ferrous and nonferrous parts for up to 5 years 
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USE RUST PRO:
• On parts exposed to salt spray or humid environments.

APPLICATION:
Apply undiluted for maximum protection. The product can be applied 

CHARACTERISTICS

Rust Pro Rust & Corrosion Inhibitor

Unsurpassed Protection Against 
Rust & Oxidation

TM
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